
December 8, 2015



What is the purpose of tonight’s 
meeting?

 Provide property owners with information about the proposed 
project.

 Get input on the proposed project from residents.

 Strictly an informational meeting.

 No decisions are being made tonight.



Pavement Rehabilitation Methods
Seal Coat/Maintenance

Mill & Overlay

Reclamation/Pavement Replacement

Reconstruction



Pavement Management History

Started in 1994

Completed
77.5 Miles

6622 Assessments 



Why do Pavement Management?
 Keep roads in good structural condition.

 Maintain infrastructure in good working order.

 Maintains property values.

 Enhances the community with good planning practices.



Typical Household Maintenance and 
Replacement

• Roof
• Needs replacing at 18‐30 years

• Asphalt Driveway 
• Needs regular maintenance with a life 

• expectancy of 20 years

• Appliances 
• Washing Machine – 14 years

• Refrigerator  ‐ 19 years

• Stove – 13‐20 years



2016 Pavement Management Areas



Residential Areas – D2 & F3/F5



Year Constructed



Existing Pavement Assessment & 
Testing
Methods used to test and assess the existing pavement 
condition:

 Pavement Condition Index (PCI) Rating
 Core Samples
 Spot Milling



PCI Ratings



Core Samples

 16 core samples were taken to determine the existing 
pavement thickness and evaluate the condition



Test Milling
 6 test mill strips 
were completed 
along the curb line

 Milling showed 
delamination of the 
thin overlay/ 
sealcoat, and severe 
striping in the upper 
half of the pavement



Utility Inspections
The following inspections are completed to determine what 
utility repairs will be required

 Visual inspection of all storm/sanitary sewer structures
 Televising of all storm/sanitary sewer pipe
 Spot excavation of water main valve boxes to inspect the 
condition of valve bolts



Existing Street Condition – F3/F5

82nd Street & Johansen Ave

Small block cracking, pavement 
aging is evident

8417 Johansen Ave

Failure around manhole, small 
irregular block cracking



8377 Jody Lane

Asphalt stripping and previous 
patching

Existing Street Condition – F3/F5

85th Street Place Cul‐de‐sac

Asphalt striping and previous 
patching



8045 Joliet Ave

Reflective cracking through 
temporary skin patch overlay

8072 Jocelyn Ave

Small block cracking and pavement 
fatigue

Existing Street Condition – F3/F5



Proposed Improvements & Assessment – F3/F5
 Full pavement replacement/spot curb replacement
 Spot utility repairs
 Spot sidewalk repair 
 266 Assessable RBLE units
 Assessed cost/RBLE per policy ‐ $3,620
 Special benefit appraisal ‐ $5,000



Existing Street Condition – D2

7016 92nd Street

Extensive cracking, route and seal of 
joints, recent blow patching over old 

patches

7064 92nd Street

Extensive cracking, previous route & 
seal, extensive patching



9404 Hamlet Ave

Asphalt stripping adjacent to 
previous patching of stripped areas

9457 Hames Ave

Asphalt stripping and loss of seal coat

Existing Street Condition – D2



Hallmark Ave & Lower 94th

Temporary skin patch overlay of 
stripped pavement

9411 Hamlet Ave

Skin patch overlay of stripped 
pavement, block cracking

Existing Street Condition – D2



Existing Curb Condition – D2



Driveway Patch



Proposed Improvements and Assessment – D2
 Full Pavement Replacement/Full Curb Replacement
 Spot Utility Repairs
 Installation of new street light wiring in conduit 
 172 Assessable RBLE units
 Assessed cost/RBLE per policy ‐ $4,760
 Special benefit appraisal ‐ $5,100



80th Street



Year Constructed



Existing Pavement Assessment & 
Testing
Methods used to test and assess the existing pavement 
condition:

 Falling Weight Deflectometer
 Determines the pavement structural condition
 Found the existing base to be in good structural condition

 Ground Penetrating Radar
 Used to determine the existing pavement and base thickness
 Found an average of 5.7” of pavement over 10.4” of base material

 Pavement Condition Index (PCI) Rating
 Core Samples



PCI Ratings



Existing Street Condition – 80th St

Wheel path rutting, patched thermal 
crack, and longitudinal crack

Severely deteriorated thermal crack, 
wheel path rutting and poor ride 

quality



Core Samples
 4 core samples were taken to 

determine the existing pavement 
thickness and evaluate the 
condition

 Found an average of 6.5” of 
pavement over 10.5” of base

 Core samples showed rutting is 
isolated to pavement section

 Given the good pavement base 
and curb condition, a full 6” 
pavement replacement and spot 
curb replacement is 
recommended

Core sample at joint



Emergency Vehicle Hybrid Beacon



Proposed Improvements & Assessments
 Full pavement replacement/spot curb replacement
 Trail replacement, ADA pedestrian ramp installation
 Installation of an Emergency‐Vehicle Hybrid Beacon at Fire Station #2‐ not 

included in assessment calculation

8726 80th Street – Residential property
 Proposed Assessment ‐ $3,620

Church of St. Rita
 Assessment per policy ‐ $87,771.18
 Special benefit appraisal supports $36,700



Utility Work
 Sanitary Sewer 

 Minor Line Repair

Watermain
 Replace Watermain Valves & Bolts

 Hydrants
 Install Concrete Hydrant Pads

 Storm Sewer 
 Minor Line & Structure Repairs

Manholes
 Rebuilding of Top Sections of Manholes



Funding Breakdown
 Total Project Cost =
 Sanitary Sewer Utility =
 Water Utility =
 Storm Water Utility  =
 Street Light Enterprise =
 General Levy =
 MSA =
 Assessments =
 Park Improvement Fund =

$6,415,018
$510,927
$175,953
$246,097
$197,205

$2,002,503
$1,098,535
$1,823,798
$360,000 



Assessment Terms

• May be paid within 30 days of adoption to avoid any interest charges.

• Assessment payable over 15 years.

• Interest Rate is 1.5% above the bond rate.

• Partial payment is allowed (minimum $500).

• Pending assessment is listed for the property once the project is 
ordered.

• Deferral is available (disability, military, 65 years of age or older)  ‐
Proof is needed for deferrals.  Interest still accrues during deferral 
period.



Schedule
• Feasibility Report Ordered – July 3, 2015

• Council Workshop – November 18, 2015

• Neighborhood Meeting – December 8, 2015

• Council ‐ Feasibility Report Approval & Call for 
Public Hearing – December 16, 2015

• Public Hearing – January 6, 2016 

• Construction Starts Spring of 2016

• Construction Completed Fall of 2016

• Assessment Hearing – October 2016



Questions ?



Thank You!
Ryan Burfeind, PE
Project Engineer

rburfeind@cottage‐grove.org
651‐458‐2899

Project Information and Updates:
Website

www.cottage‐grove.org/engineering‐division/current‐a‐future‐projects


