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KEY NOTES

. SALCO FLEXIBLE PVC LINE, 3/4' DIA.
2. EMITTER SUB-LATERAL (TYP) PEFPCO FLEXIBLE
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DRIP DISTRIBUTION TUBE, 172" DIA, 3'-2" LOCATED TO D

MAXIMUM LENGTH. 152' OR 202 &PH MAXIMUM
FROM ANY ONE CONNECTION AT FLEXIBLE PVC.

EQUALLY SPACED AND

FLOW TO THE PERIMETER OF
THE PLANT ROOT BALL.

TP,

L BE
IRECT WATER

2. EIEN:é_EE;PORT DRIP EMITTER, 8EE IRRIGATION b. LOCATE EMITTERS UPHILL OF
4, SHRUB OR TREE ROOT BALL. PLANT CENTER
c. USE CONNECTORS SPECIFIED
5. 1/4" DISTRIBUTION TUBE CONNECTED WITH BY TUBE MANUFACTURER.
TRANSFER BARBS, 3'-2"' MAXIMUM LENGTH. d. ANCHOR DRIP TUBE TO
©. PVC TEES, SOLVENT WELD. ’
MAINTAIN EMITTER LOCATION
7. INSERT NO BARBED CONNECTORS INTO v o
IN RELATION TO PLANT, &'-2
FLEXIBLE PVvC LINES, USE PVC TEES AT ON CENTER MAXIMUM
INDIVIDUAL PLANTS. .
&. FLUSHING VALVE IN VALVE BOX, TYPICAL.
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