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GRATE DETAIL

PLATE NO.

LAST REVISION:

STO-21

STANDARD DETAILS
STANDARD OVERFLOW

STRUCTURE

COTTAGE GROVE, MINNESOTA

PROVIDE 6-1/2" SS ANCHOR
BOLTS W/CLIPS

1 1/2"X3/8" OUTER RING

1 1/2"X3/8" STEEL
BARS @ 4" O.C.

1-1/4"
MANHOLE STEPS SHALL BE PLACED
SO THAT OFFSET HOLE IN TOP
SLAB IS FACING DOWNSTREAM.

1/4"X1/4" STEEL
BAR, WELD TO
EACH MEMBER

HOT-DIPPED GALVANIZED
GRATE IN 2 SECTIONS

NO BLOCK STRUCTURES ARE ALLOWED.

VARIES
12"-16"
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R
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5'-0" TYP.

VARIES

6"

SECTION

1' TOP OF BARREL SECTION BELOW TOP SLAB
TO HAVE FLAT TOP EDGE SEALED WITH 2
BEADS OF RAMNEK OR EQUAL.
MANHOLE STEPS, NEENAH R1981J
OR EQUAL, 16" ON CENTER.
ALUMINUM STEPS APPROVED.
ALL JOINTS IN MANHOLE TO HAVE
"O" RING RUBBER GASKETS.
PIPE SHALL BE CUT OUT FLUSH
WITH INSIDE FACE OF WALL.

DOGHOUSES MUST BE GROUTED
BOTH INSIDE AND OUTSIDE.
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