
PLATE NO.

LAST REVISION:

STR-22

STANDARD DETAILS
CONCRETE COMMERCIAL

DRIVEWAY APRON CONNECT TO
EXISTING STREET

COTTAGE GROVE, MINNESOTA

EXISTING ROADWAY

EXISTING
CONCRETE CURB

SAWCUT
(TYP.)

POUR CURB INTEGRAL
WITH CONCRETE SLAB

PROPOSED
DRIVEWAY LOCATION
DRIVEWAY WIDTH
A

A REMOVE EXISTING
BITUMINOUS SURFACINGMILL OVERLAY AREA

EXPANSION
JOINT (TYP)

RADIUS

REMOVE EXISTING
CONCRETE CURB

SAWCUT
(TYP.)

18"

3/4" PER FT VARIABLE GRADE

VARIABLE (TO R/W OR BACK- OF
S/W WHICHEVER IS GREATER)

7" CONCRETE PVMT.
6" CLASS 5 BASE 100%
CRUSHED INCIDENTAL
TO APRON

MATCH EXISTING STREET SECTION
WITH MINIMUM USING THE FOLLOWING
MATERIALS:

-TYPE SP 12.5 WEARING COURSE MIXTURE (2,B) [SPWEB240B]
-TYPE SP 12.5 NON WEARING COURSE MIXTURE (2,B) [SPNWB230B]
-CLASS 5 GRAVEL BASE 100% CRUSHED

EXISTING
BITUMINOUS  AND
GRAVEL BASE

NOTES:
1.  CITY RIGHT-OF-WAY PERMIT IS REQUIRED PRIOR TO CONSTRUCTION.
2.  FOR MATERIAL SPECIFICATION, REFER TO RIGHT-OF-WAY PERMIT.

SECTION A-A

PLAN

2'
MIN.

2'
MIN.

LC

EXISTING  BITUMINOUS
SURFACING

NO SCALE
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